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Overview Embedded Systems ªNanoServer! ª

· Slots: 2 x PCI · Intel !

· Operating temperatures: 0" - 45" C - Celeron ! M
· Dimensions (WxDxH): 220 x 220 x 110 mm

NanoServer! E6

· Slots: 2 x PCI · VIA
· Operating temperatures: 0" - 50" C - C7
· Dimensions (WxDxH): 206 x 220 x 110 mm

· Slots: 1 x PCI · Intel !

· Operating temperatures: 0" - 50" C - Celeron ! M
· Dimensions (WxDxH): 206 x 220 x 110 mm - Pentium ! M

· Slots: 1 x PCI · Intel !

· Operating temperatures: 0" - 50" C - Celeron ! M 
· Dimensions (WxDxH): 206 x 220 x 65 mm - Pentium ! M

· Slots: 2 x PCI · Intel !

· Operating temperatures: -10" - 50" C - Celeron ! M
· Dimensions (WxDxH): 206 x 220 x 110 mm - Pentium ! M

· Slots: 2 x PCI o. 1 x PCI + 1 x PCI Express · Intel !

· Operating temperatures: 0" - 50" C - Core # Duo
· Dimensions (WxDxH): - Core # 2 Duo

- 206 x 220 x 110 mm (96M1558) - Celeron ! M
- 220 x 220 x 110 mm (96M1558L) 
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Custom configurations on request"

DSM Embedded Controller
· up to 4 GB DDR2 RAM (max. 3 GB for operating system ),

667 MHz, 0 MB equipped
· Intel ! 82945GM chipset
· 1 x 10/100 Base-TX LAN, Intel ! ICH-7M integrated
· 1 x 1000 Base-T LAN, Marvell 88E8053 PCI Express
· optional Wireless LAN 802.11b/g
· Intel ! Graphic Media Accelerator 950 with 224 MB

shared memory, max. resolution 2048 x 1536 @ 75 Hz,
S-VIDEO and composite TV-Out

· Audio controller, AC©97, S/PDIF and Line-Out
· Serial ATA for 2 SATA 150 drives
· Controller with one IDE port (2 x EIDE drives)
· optional Disk-on-Module or Compact Flash
· two serial ports, IEEE 1394 TI TSB43LV22 1 port Fir eWire 
· 6 x USB 2.0 (4 x ext., 2 x int.), PS/2 port (2x)
· 1 x Mini-PCI slot (int.), type IIIA

Optional 2 x PCI or 1 x PCI and 1 x PCI Express x1
expansion slot for half-size cards 

Drive bay for two 2.5" HDD, SATA 150
Floppy / CD/DVD-ROM via USB 2.0 ext. possible

Solid high-quality industrial case
· Case in all RAL and NCS colors available
· on request also with your corporate logo
· Control LEDs
· Power supply: - via ext. 70 Watt power supply, 100-2 40 Volt AC

- or directly via 12 Volt DC
- opt. 8 - 30 Volt DC (92 Watt) power supply

· inclusive mounting rails

2 years Warranty, Burn-In
CE compliant

Technical specifications

Embedded System ªNanoServer ! E6º
· Intel ! Core# Duo T2500, 2.0 GHz with cooler fan

(opt. with Intel ! Core# 2 Duo T7400 2.16 GHz)
· inclusive 4 cm sytem cooler fan
· Dimensions WxDxH: 206 x 220 x 110 mm
· Operating temperatures: 0# - +50#C

Embedded System ªNanoServer ! E6º
· Intel ! Core# 2 Duo L7400 1.5 GHz Fanless

(depending on PCI card used, an int. cooler
fan is recommended)

· Dimensions WxDxH: 220 x 220 x 110 mm
· Operating temperatures: 0# - +45#C

96M1558

96M1558L

NanoServer! E6

Embedded Systems

96M1558L
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PS/2 Mouse

Composite
TV-Out

COM1

100 MBit
LAN

GigaBit
LAN

S/PDIF Optional 2 x PCI- or 1 x PCI
and 1 x PCI Express x1

Line Out
Line In
Mic

Control LEDs

COM2

DC 12V

PS/2 Keyboard

S-VIDEO
Out

VGA

USB0/1 USB2/3

FireWire

Layout
96M1558

Embedded Systems

Optional $
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Custom configurations on request"

Embedded Controller
· up to 1 GB DDR RAM, 200/266/333 MHz, 0 MB equipped
· Intel ! 82855 GME chipset
· 1 x 10/100/1000 Base-T/TX LAN, Intel ! 82540EM
· Intel ! Extreme Graphics 2 with 64 MB shared memory, 

MPEG2-Decoder, max. resolution 1600 x 1200 @ 85 Hz
· Realtek ALC655 Audio Controller, AC©97, 5.1 CH

S/PDIF and Line-Out
· Controller with 2 IDE ports (4 x EIDE drives)
· two serial ports, one parallel port
· 6 x USB 2.0 (2 x ext., 4 x int.), PS/2 port (2x)
· 1 x Mini-PCI slot (int.), type B, 32-bit, 33 MHz
· optional Compact Flash socket, type II

Optional 2 x PCI expansion slots for half-size card s  

Drive bay for one 2.5" HDD, ultra DMA/33/66/100 
Floppy / CD/DVD-ROM via USB 2.0 ext. possible

Solid high-quality industrial case
· Case in all RAL and NCS colors available
· on request also with your corporate logo
· Control LEDs
· Power supply: - via ext. 80 Watt power supply,

100-240 Volt AC
- opt. 18 - 36 Volt DC (50 Watt) power supply
- or directly via 12 Volt DC

· inclusive mounting rails
· Dimensions WxDxH: 220x220x110 mm

2 years Warranty, Burn-In, CE compliant

Technical specifications

Embedded System ªNanoServer ! E5º
· Intel ! Celeron ! M (ULV) 1.0 GHz Fanless

(depending on PCI card used, an int. cooler
fan is recommended)

· Operating temperatures: 0# - +45#C

96M1556CL

NanoServer! E5

Embedded Systems
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optional assembly in
switchboard possible

Ready $

PS/2 Mouse LPT
GigaBit

LAN

S/PDIF

optional 2 x PCI

Line Out

Control LEDs

COM1/2

DC 12V

PS/2 Keyboard VGA

USB0/1

DC 24V

Power

Layout
96M1556CL

Embedded Systems
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Custom configurations on request"

Embedded Controller
· up to 1 GB DDR RAM, 200/266/333 MHz, 0 MB equipped
· Intel ! 82855 GME chipset
· 1 x 10/100/1000 Base-T/TX LAN, Intel ! 82540EM
· Intel ! Extreme Graphics 2 with 64 MB shared memory, 

MPEG2-Decoder, max. resolution 1600 x 1200 @ 85 Hz
· Realtek ALC655 Audio Controller, AC©97, 5.1 CH

SPDIF and Line-Out
· Controller with 2 IDE ports (4 x EIDE drives)
· two serielle ports, one parallel port
· 6 x USB 2.0 (2 x ext., 4 x int.), PS/2 port (2x)
· 1 x Mini-PCI slot (int.), type B, 32-bit, 33 MHz
· optional Compact Flash socket, type II

Optional 1 x PCI expansion slot for half-size cards   

Drive bay for one 2.5" HDD, ultra DMA/33/66/100 
Floppy / CD/DVD-ROM via USB 2.0 ext. possible

Solid high-quality industrial case
· Case in all RAL and NCS colors available
· on request also with your corporate logo
· Control LEDs
· Power supply: - via ext. 80 Watt power supply,

100-240 Volt AC
- opt. 18-36 Volt DC (50 Watt) power supply
- or directly via 12 Volt DC

· inclusive mounting rails
· Dimensions WxDxH: 206x220x65 mm

2 years Warranty, Burn-In, CE compliant

Technical specifications

Embedded System ªNanoServer ! E4º
· Intel ! Pentium ! M 1.8 GHz with cooler fan
· inclusive 4 cm sytem cooler fan
· Operating temperatures: 0# - +50#C

Embedded System ªNanoServer ! E4º
· Intel ! Celeron ! M (ULV) 1.0 GHz Fanless

(depending on PCI card used, an int. cooler
fan is recommended)

· Operating temperatures: 0# - +40#C

96M1557

96M1557CL

NanoServer! E4

Embedded Systems
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Ready $

PS/2 Mouse LPT
GigaBit

LAN

S/PDIF

optional 1 x PCI

Line Out

Control LEDs

COM1/2

DC 12V

PS/2 Keyboard VGA

USB0/1

Power

Layout
96M1557/96M1557CL

Embedded Systems

Optional $
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Custom configurations on request"

Embedded Controller
· up to 1 GB DDR RAM, 333 MHz, 0 MB equipped
· Intel ! 82855 GME chipset
· 1 x 10/100 Base-TX LAN, Intel ! 82801DB
· 1 x 1000 Base-T LAN, Intel ! 82541ER
· optional Wireless LAN 802.11b/g
· Intel ! Extreme Graphics 2 with 64 MB shared memory, 

MPEG2-Decoder, max. resolution 1600 x 1200 @ 85 Hz
· Audio Controller, AC©97
· Controller with 2 IDE ports (4 x EIDE drives)
· optional Disk-on-Modul or Compact Flash
· two serial ports, one parallel port
· 6 x USB 2.0 (4 x ext., 2 x int.), PS/2 port (2x)
· 1 x Mini-PCI slot (int.), type IIIA

Optional 2 x PCI expansion slots for half-size card s  

Drive bay for one 2.5" HDD, ultra DMA/33/66/100 
Floppy / CD/DVD-ROM via USB 2.0 ext. possible

Solid high-quality industrial case
· Case in all RAL and NCS colors available
· on request also with your corporate logo
· Control LEDs
· Power supply: - via ext. 70 Watt power supply, 100-2 40 Volt AC

- or directly via 12 Volt DC
· inclusive mounting rails
· Dimensions WxDxH: 206x220x110 mm 

2 years Warranty, Burn-In, CE compliant

Technical specifications

Embedded System ªNanoServer ! E3º
· Intel ! Pentium ! M 1.8 GHz with cooler fan
· one 4 cm sytem cooler fan
· optional 8 - 30 Volt DC (92 Watt) power supply
· Operating temperatures: 0# - +50#C

Embedded System ªNanoServer ! E3º
· Intel ! Pentium ! M 1.4 GHz Fanless
· Operating temperatures: -10# - +60#C

(only without rotating mass storage)

Embedded System ªNanoServer ! E3º
· Intel ! Celeron ! M 1.3 GHz with cooler fan
· one 4 cm sytem cooler fan
· optional 8 - 30 Volt DC (92 Watt) power supply
· Operating temperatures: 0# - +50#C

96M1560

96M1560L

96M1560C

NanoServer! E3

Embedded Systems
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Ready $

PS/2 Mouse

COM1

100 MBit
LAN

GigaBit LAN

optional 2 x PCI

Line Out
Line In
Mic

Power

COM2

DC 12V

PS/2 Keyboard VGA USB0/1

USB2/3

LPT

245

11
8.

3

21
9.

2

12
.1

16
1

29
.1

19
5

233

63.5

8

DC 12V

10
9.

5

206

19.5 8.
8

Layout
96M1560/96M1560L/96M1560C

DC 12V

Embedded Systems

Optional $
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Custom configurations on request"

Embedded Controller
· up to 1 GB DDR RAM, PC200/266/333, 0 MB equipped
· Intel ! Extreme Graphics 2 with 64 MB shared memory,

MPEG2 Decoder,  max. resolution 1600 x 1200 @ 85 Hz
· Controller with 2 IDE ports (4 x EIDE drives)
· optional Disk-on-Modul or Compact-Flash
· DVI-I monitor and VGA connector
· Intel ! ICH4 Audio Controller, AC©97
· two serial ports, one parallel port
· 2 x USB 2.0, PS/2 port (2x)
· 1 x Mini-PCI slot (int.), type IIIA
· optional Wireless LAN 802.11b/g

Optional 1 x PCI expansion slot for half-size cards  

Solid high-quality industrial case
· Case in all RAL and NCS colors available
· on request also with your corporate logo
· inclusive mounting rails
· Control LEDs
· Power supply: - via ext. 60 Watt power supply,

100-240 Volt AC
- directly via 12 Volt DC, 60 Watt

· Dimensions WxDxH: 206x220x110 mm 
· Drive bay for one 2.5% HDD, ultra DMA/33/66/100 
· Floppy via USB 2.0 ext. possible
· optional slimline DVD or CD-ROM drive 

2 years Warranty, Burn-In, CE compliant

Technical specifications

Embedded System ªNanoServer ! E2º
· Intel ! Celeron ! M 1.3 GHz with cooler fan
· with Intel ! 852GM Chipset, 400 MHz FSB
· Intel ! chipset int. LAN , 10/100 Base-T/TX
· one 4 cm sytem cooler fan
· Operating temperatures: 0# - 50#C

Embedded System ªNanoServer ! E2º
· Intel ! Celeron ! M 600 MHz, Fanless
· with Intel ! 852GM Chipset, 400 MHz FSB
· Intel ! chipset int. LAN , 10/100 Base-T/TX
· Operating temperatures: 0# - 45#C

Embedded System ªNanoServer ! E2º
· Intel ! Pentium ! M 1.8 GHz with cooler fan
· with Intel ! 855GME chipset, 400 MHz FSB
· Intel ! 82541GI Gigabit LAN , 10/100/1000 Base-T/TX
· IEEE 1394 TI TSB43LV22 2 port FireWire
· one 4 cm sytem cooler fan
· Operating temperatures: 0# - 50#C

96M1555C

96M1555CL

96M1555

NanoServer! E2

Embedded Systems
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Ready $

PS/2 Mouse LPT

100 MBit LAN
GigaBit LAN (only 96M1555)

Optional 1 x PCI

Line Out
Line In
Mic

DC 12V

PS/2 Keyboard DVI-I

VGA

USB0/1

FireWire
(only 96M1555)

Power

COM1/2

245

11
8.

3

21
9.

2

12
.1

16
1

29
.1

19
5

233

63.5

8

Layout
96M1555C/96M1555CL/96M1555

10
9.

5

206

19.5 8.
8

DC 12V

IEEE 1394

10
9.

5

206

19.5 8.
8

DC 12V

Rear view 96M1555 Rear view 96M1555C/96M1555CL

Embedded Systems

Optional $
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Embedded Controller
· up to 1 GB DDR2 RAM, 533 MHz, 0 MB equipped
· VIA CN700 chipset
· VIA 2D/3D VGA Controller with 64 MB shared memory

with MPEG2-Decoder, S-VIDEO and Composite TV-Out
· Single LAN VIA VT6103, 10/100 Base-TX
· VIA Audio Controller, AC©97
· Controller with 2 IDE ports (4 x EIDE drives)
· Serial ATA for 2 SATA 150 drives
· optional Disk-on-Module or Compact Flash
· one serial port, PS/2 port (2x)
· optional one parallel port (second PCI slot is canc elled)
· 4 x USB 2.0, opt. 6 x USB 2.0 (second PCI slot is c ancelled)

Drive bay for one 2.5" HDD, EIDE or SATA 150

Floppy via USB 2.0 ext. possible

optional slimline DVD or CD-ROM drive 

optional 2 x PCI expansion slots for half-size card s
(slots limited usable)
· a second PCI slot is possible, but only if you don' t choose an

option (2 x USB 2.0 or parallel port)

solid high-quality industrial case
· Case in all RAL and NCS colors available
· on request also with your corporate logo
· one 4 cm sytem cooler fan
· inclusive mounting rails
· Control LEDs
· Power supply: - via ext. 60 Watt power supply,

100-240 Volt AC
- directly via 12 Volt DC, 60 Watt
- optional 12 Volt DC,100 Watt
- optional 8 - 28 Volt DC, 92 Watt

· Dimensions WxDxH: 206x220x110 mm

2 years Warranty, Burn-In, CE compliant

Technical specifications

Embedded System ªNanoServer ! E1º
· with VIA C7 1.0 GHz processor, w/o cooler fan
· Operating temperatures: 0# - 50#C

96M1542F

NanoServer! E1

Custom configurations on request"

Embedded Systems
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PS/2 Mouse

Composite
TV-Out

COM1

100 MBit LAN

Optional 2 x PCI

Line Out
Line In
Mic

Power

DC 12V

PS/2 Keyboard

S-VIDEO
Out

VGA

USB0/1

USB2/3

Layout
96M1542F

Embedded Systems


